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The theory of the ideal propeller**, which was firsf
eétablished by FINSTERWALDER and afterwards completed by
BENDEMANN and PRANDTL, is of fundamental importance in solv-
ing "the problem of the action of the propeller. The same
ftheory may also be applied to the ideal windmill, concern-
ing which it has led to simple but explicit concluéions
‘which may easily be utilized as the mature fruit of earlier

work on the subject.
‘Phe following symbols*** have been adopted (see Fig. 1):
v, velocity of the airstream (in wm/s)
D, -étatic pressure in the free airstream, (in kg/ms)

p, density of the air (in kg s3/m%)

*  This article (29th Report of the German Testing Labora-
tory for Aircraft) was written somevhat later than Dr-
Phil. Max MINK'S investigation of the subject, but was
independent of same. It was published as a sequel to
Dr. MUNKX'S work in order to give additional prominence
to the relation existing between propeller and windmill.
Reference should also be made to "Utilization of the Wind
by means of Windmills,? published at about the same time
by Dipl-Ing. Dr-Phil. Albert BETZ, of Gbttingen in the

. "Zeitschrift flr das gesamte Turbinenwesen," Vol. for 1920.

***;See next page.




-8 -
Q, volume of air required per second in the free asir-
stream, (in m3/8)
8, resistance of the windmill (P), (in kg)
L, fheoretically available power (N), (in kg m/s)},
Ppy, practically utilized power (in kg m/s).

In front of : in : behind :
. the windmill :
F : F : F; : slip stream section in nf .
wo= v :ow (Vi) cow (vy) velocity in m/s
P, = P : p' p" : p =D . static pressure in kg/uP
¥y _ &« -  velooity behind the windmill
v - velccity of the wind
2 L = power coefficient 1, (k,),
o) veF
25 = load coefficient b, ({o;),
p‘\l’2 F
ELF = niy theoretical efficiency (n)
Loy , ,
"§BF— = v practical effiociency,

:
-

¢ ocoefficient of efficiency,

A = wind velocity = ocoerficient of
peripheral velocity advance.

*¥* wZeitschrift flir Flugtechnik und Motorluftschiffah»t," 1910,
p.177, and 1918, p.34. BENDEMANN'S "Luftschrauhcnunter~
suchungen," Nc.l, (R. Oldenbourg, Munich,) 1911, p.10.
"Technische Berichte der Flugzeugmeisterei, Vol. II, p.53.

*#% Yhen MUNK'S symbols differ, they are inserted in brackeis
besgide the other symbols.
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By a method similar to éhat adoﬁted by PRANDTL* for
the propeller, any device may be considered as a windmill
if it produce such change of pressure, on any surface F
within a certain limited edge curve, that every particle of
air penetrating the surface undergoes a reduction of pres-
sure amounting 0 Ap constant. The limifed edge curve
is assumed, as ln the case above named, %0 be a circle be-
cause more comprehensive calculations are thus obiained
and also because the outlines ¢of the windmill are entirely
circular. The change of pressure produces a slipstream be-
hind the windmill, within which the prevailing velocity is
léwer than beyond it.

If w be the velooity at any point of the surface,
such velocity being generally variable from point to point,
not perpendicular to the surface, Bernoulli's equation for

the front part of the streamline is as follows:

%+%-p'v3= p'+32-.pwa.....'.......(1)

and for the rear part of the streamline in question

1 2 1 2
:[:Io+§p;'9$’,1 =p“+§pw S ¥-D)

by subtracting from (1) and (2), we obtain:

= - pt= & 2 _ w2
AP =P -P'= 3 o v W, O &<

The first application of the law of momentum to the
section of change of pressure (dotted in Fig. 1) gives:
pF w2 + p'F - (pF w¥ + p" F) =Ap . F=

= %‘P (v@ - wia) F= gi-P F (1L -e«®)=8.... (4)
* See "Technische Berichte," Vol. 1I, pp. 78. ’
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By introducing the load coefficient:

s:hg_\f_..........,........(4a)

R )

In Fig. 3, the sweep of the values of b is givem in
terms of ¢, widh nmay vary between 0 and l.

In this article the relation of the velocity be_hin& the’
windmillwto the velocity of the wind is represented in terms of -
& ., as both velocities can be measured in the case of station-
ary windmills, whereasthe thrust S can be dete;mined.‘. with the .
aid of special aﬁxiliary means-only. It is not improbable that
measuring devices might be contrived with a wiew to regulating
such power.

In a second: application of the law of wmomentum, on a.n ex=
tended control surface (dobted in Pig. 1) consisting of the
streamline — which flows along the edge curve — and two end sur-
faces at the requisite distance from one a:ao“aher, it is notice-
able that a similar pressure p = I prevails in g_enera.l beyond.
he control surface, and that the reslisntt of that pressure is
consequently null. Variation in the momentum demands a thrust

on the part of the machine inside the control section.
. PPv® +Fopg + (F, ~F,) p-Fp -pEwme =8 ... (8)
As Py, =p,=p and as @ = Fy=Fw=Hw, =FRva, then

PRV ~pQw, =pQ (v -w,) = pv g1l - &) = g.
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By combining the two valuss of § obbtained by the

aid of the law of momentum, we chtain:

Q=%‘-Fv(1+cc.); w=-%-v(1+cc.) N 2
and
F=l-.F(l-___"-_9i) -.--...-'...(8)
2 o=
also X
2 T o=

=F =22 _F ., ... .... 9
1<) » MTi<) 1 (9)

Applied to the small control section, the law of en-
S8IXgy gives

(w2

.‘E_z.Q.;.Fp'W..
3 P (8

pQ+Fp"Wg=

QaP=Fp Fv ye) (=) =L . ... .. (20)

This result is based on the following considerations:
In order to obtain power from an air current, it is essen-
tial that the machine be held against the thrust S bearing
upon it in the current, and for this purpose an expenditure
Sy of power. From this expenditure, L is obtained. The

amount
1 : 2 .1 ~c)®
'é'pE; W <V“W_1) =sp Fv¥ (1+a) 0 -~

remains in the slipstream. The three quantities are there~

fore connected by:

¥3: 2

Le Sp-gpFl+®) 1= = 2p PQ+x) 0 -o?)
e ..l (1)

By inserting the power coefficlent, we obtain:

' £ oF yv2
L= BV. e v e v (112)

. whan



- G,-
f-2Gse) @-=® ... ... ... Q3

In Fig. 3, the sweep of £ is expressed in terms of <«
4?.attains its maximum when « = 1/3, which ma§ easily be
proved by differentiating equation (12).

This gives:

16
2 ox - 55 = 0.5926.

and thus

: L - 8 a i
. “max & P F7 T o .{13)

EquatiOn (13) states that the highest possible power
of a windmill can be obtained only when the velocities in
front of it and behind it are in the fixed ratio 3:1,
and that the highest power apart from that condition, as
.well as the density of air, depends upon the third power
‘of the velocity only.

The coefficient of efficiency theoretically attainable

in a windmill is‘given by:

3
_ L T PF A+ @ -=) 0, e

3

. (14)

—5—PF (1 -=%)

which is the equation of a straight line for different val-
ues of « {see Fig. 4). Whem < = 1/3, L has its maximum
value; but .

My =Ttn Imax™ 2/3 = 0.687 . . IR .{(15)

This result is anything but satisfactory, as it uncon-

ditionally states that 1/3 of the wind-power cannot be util-



- -

ized, even under ideal conditione, so that it wasted.
The greatest thrust that can be cobtained from the wind-

mill is attained when « o. In that case:

b = bpex =1, and

S

m%—pvaF.......(lG)

In obtaining the highest power, i.e., « = % » equa-

tion (5) shows that b =8/3, and
SLmax= o VEF . . . ... Qa7

Velues (168) and (17) differ from each other but slightly,

as S
Lm&x
=2 - 8 g .
. -11- = 0.889.

Actual windmills cannot attain such high values, on
account of losses due to friction and to eddies. Experi—‘
nents made on good propellers, whereby efficiencies of { =
0.85 to 0.80 have been attained, may justly be applied to
whminills, and in that case similar or even still higher ef-
fileoiencies - due to the low stream veldcities - may be an-
ticipated*. If ¢ = 0.9 be inserted, we obtain, as the

practical coefficient of efficiency at maximum power:

. _
Lmax = § Mgn Lpox = g—;ggég- = 0.8 . .(18)

and the actual maximum power practically attainable:

= =8 . 0.8 3 3
Lp ryax - © lmax S—oos= P FVZ20.36 0 F v (18)

* MUNK obtains o coefficient of efficiency of ¢ = 2:59 = o=

0.94, - whlch is an extremely high value, - 0.9%

when b( =c20.35. In the case of statlonary windmills,

an effort should be made to obtain efficienciesg of abaout
1(kn) = 0.59.
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Various conclusions are arrived at through the theory
of the ideal windmill:

1, The maximum power attainable is frequenily regarded*
as being equal to the kinetic energy of the entire fluid
stream traversing the surface of the windmill, when the fol-

lowing is inserted, as coefficient of efficiency:

= L = L -
T T IE o we L F - 3 r®) U =),

This ratio is in accordance with equation (13) for pow-
er coefficient &£ and is given in terms of <= i1"x Fig. 3.

Such interpretation may easily lead to erroneous sup-
positions if the expression "coefficient of efficisncy" be
retained as designation of the ratio of power obtained and
power utilized, as the entire stream traverses the windmill
surface F When = = 1. In that case, however, gy, = 1.00
according to equation (14) and power is no longer withdrawn.

The denomination COEFFICIENT OF POWER provides, on the
contrary, suitable expression for the estimation of a wind-
mill.

2. When w, = 0 that is «=

Lh=1/4 p Fv°; 3 F_

0, then

F=0F and fy =%-_

as shown in Fig. 5. The formula concords with the airflow
of & fixed propeller as soon as the direction of the cur-~
rent is reversed. A Ystationary" windmill of the kind would

not be possible, on account of the airflow which is also

* See "Hutte," 23nd edition, Vol. II, p.a3.
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found beyond the limited inflow,
‘3. Assuming that « > 1, the formulas enter the do-
mein of the propellexr. We then get:

S= - %- v o F (- 1)
and .
-.1:=—%pv3F (® ~ 1) (=+1)
and hence
S + Vv - 2
hho= T (e ¥ 1)

The minus signs show that thrust is produced and power
utilized. The relation between.é, b, and ﬂth curves for
windmills and propellers is drawn in Fig. 6.

The formulas may easily be inserted in the customary
formulas for the ideal windmill, in which the ratio of the
alrstream velocities is not usuaily calculated.

4. As it has been proved, in a general ﬁanner, that
not more than 3/3 of the available wind-power can be util-
ized in a windmill stationed in a free airstream, the ques-
tion as to whether some improvement might or might not be
attained in this respect by controls, etéc. meets with a
negative reply. Should it be necessary, however, for prao-
tical reasons, to reduce the revolving parts of the machines
as far as possible, experiments must bé nade with a visw to
determining whether the air available can be inducted into
the windmill through a specially constructed nozzle at high
velocity and with a small section. If this can be done,
within certain limits, the resistance of the entire instal-

lation will be increased by the device, its losses being in-
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creased and the total working coefficient diminished. It is,
therefore, ,doubtiul if the advantages offered Ly the reduced
windmill are compensated by such disadvantages. '

5. A windmill driven by a free airstream resembles a
propeller more closely than a turbine. The propellers of
simple type, with few blades, were most successful, and the
same result may be anticipated for the wheels of tﬁe windmill.

As far back as 1907, LA COUR* recognized and disoussed
the fact that the working power of a windmill does not de-
pend on the numbexr of its blades and that an exaggerated
number of blades, on the contrary, merely reduces its work-
ing power. He sums up his investigations of the test mill
at Askov as follows: "The form which represents the high-
est working power is similar to that obtained by man through
thé experience of centuries, without any logical. knowledge
of the relaetive oconditions.” LA COUR rejects multi-bladed
windmills and oonéiders them as being favorable only to a
cexrtalin extent on "starting® from a stationary position.
This may be explained by the faect that the angle of attack
of the statlionary wheel with few blades is unfavorable. Ao-
cording to LA COUR, multi-bladed propellers must have larger
pitcoh than those with few blades, so they consequently show
less tendency to this drawback. It may here be mentioned

that LA COUR first discovered the advantage of oanmbered

* UIngenieuren," 1897, No. 10. Also "Windkraftmaschinen und
ihre Anwendung zum Antrieb von Elektrizitdtswerken," von
Professor Paul LA COUR, Dirsctor of the test mill at As-
kov, near Vejen, translated into German by Dr. Joh.
KAUFMANN, Leipzig, 1905, successor to M. HEINSIUS.
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wings over plane surfaces, on his own initiative. He par-
ticularly recormends a section cambered at 1/4 or 1/6 of
the depth of the leading edge, at 3 to 4% of the chord.

To what extent the power production of windmills may
be improved by modern wing sections must be discovered by
means of adequate and systematic tests, and the LA COUR
conclusions with regard to the number of blades ocan only
e confirmed in the same manner. The conoclusions drawn by
HUNK in respect of the number of blades do not confirm LA
COUR'S supposition.

Ordinary propellers work with a coefficient of effic-
iency of Z = 0.3 to 0.6. The most favorable propeller ef-
ficiency coefficients being aboui.i?=-0.59, windmills of
high power closely resemble propellers with high power
charges.

_8. The wind velocity v is considered, in this the-
ory, as being uiiform. The ordinary wings, that is, the
wind close to the ground, are 1rregu1§r within wide limits;
they vary in mean value and are dependent upon locality
and direction. The mean power of windmills in the wind is
therefors pfoportional to the third power of the veloocity;
we must consequently ftake the means of the third poWer of
the wind velocity in order to determine the mean power of
the windmill, due to the wind. Fig. 7 shows the differ-
ence between uniform wind and wind with a lineal variation

as function of time, of similar mean force. If we have, for
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instance, = mean wind of ¥ = 10 m/s at our disposal, var—
ying from 3 to 17 m/e in a straight line - & case which
does not occur in nature, - but is chosen for the sake of
simplification - & veloecity of v' = 11.6 m/s must be insert-
ed in the calculation of power.

As v! 5 v, it may be'supposed'that gusts of wind might
be desirable for a windmill, This is not the case, how-
ever, as the windmill could not follow such abrupt varla-
tions and would therefore be working at a 1055 under such
conditions.

7. A windmill may be regulated for CONSTANT power Lg
- in & variable wind. The question then arises as to what
thrust the windmill encounters in a variable wind. If the
coefficiente g and e designate the ratios of v® and < to

Vo2 and « 4, the following relations are obtained:

LO =%‘p 'V'oa‘F (l+ G'.o) (l _m%z) = L

1 ’ 2.2
=Zpﬁsl-2 Véa F (1+e°°.o) (1—533.0?

Sb .-.-.-]é: P Vo*z F(l - 97%:)

1 3 2, 2
S = 3pBV, F(L - e“=4 ) -
From this we obtain:

1/3

8 - it =gq) (1 -¢€ °:‘G)=K
8, 1 - ®o) ( + =)
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| 2/3
A = (L + <) (1 - «< 3
' 1+ ¢ =) (1 - &3 cc.o% .

end on eliminating ¢

l1pmer k3 (1 - =m)I?
B .= 5% —

For an initial value of « = 1/3, the sweep of the
values of ¢ and of the corresponding values of = ars ex-
pressed in terms of g in Fig, 8. We know that the values of
K, and also the thrust exerted on the windmill, decrsase when '
B increases; that is, with increased dynamic pressure. When
the power is supplied with values of ¢ « 1 , the valﬁes of &
and the thrust increase when B increases; wﬁen e >1, the
values of g and the thrust decrease when R increases.

The maximum va.iue k = 1.36 is attained for e =o whén B =
1.120. The maximum power being ubtilized when « = i/s, -
uniform power being assumed -~ B < 1 would not be possible. -
For values of 1 <@ . < 1.120, it is calculated that two
positions are possible, with varying thrust. As thé upper
position is situated on the curve branch reéulting in an
impossible stationary windmill, in whichh the welocity pene-
trating the windmill surface, w =-2]=- v {1+ =) diminishes,
it causes a reduced number of revolutions and lower rotary
moment of the wheel, with & determined coefficient of ad-
vance A ; it may thersfore be concluded that this curve

brance does not actually come into question, and that with

varying dynamic pressure the lower and declining curve branch
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of k¥ must always be considered. This result 1s important
for ths "unloadsd" windmill; it shows that inereassed thrust
on the supports of a windmill cannot be disregardsd, but
that they are solely dependent on the maximum power ubilized.

8. A work lately published in a well-known paper™
should be compared with the ideal windmill theory here de-
veloped,

Professor BAUDISCH (Vienna) compares his theory with
that of the water turbine and supposes the windmill %o be
working at a height of water due to the pressure and spec-
ific weight of the air. He mekes a general difference be-
tween high, low, and normal pressure windmills. According
to his theory, the air may undexgo relative acceleration
in the vahes, or it may remzin at unifo;m velocity oxr be
relatlvely retarded; finally, the cellsg may be influenced
from without, in the axial direction or from within.
BAUDISCH thereby obtains 37 different methods of possible
congstruction. Thirteen of these omly have, however, proved
to be capable of construction, while one alones - a high or
normal pressure turbimne, with relative acceleration of the
air in the wheel vanes and with! interior admission, - %o
which he gives the preference. He further investigates the
airstream conditions in front of, inside and behind the

windmill and comes to the conclusion that the airflow behind

* tTheory of the Wlndmlll " by Prof. Dr. Hans BAUDISCH,
"Zeitschrift flir das gesamte Turbinenwesen," 1917, pp.153
and 169. ‘“Article on the Calculation of the Windmill " by
Prof. Dr. BAUDISCH, in the Zeitschrift flir des gesamte Tur-
binenwesen," 1930, pp. 185 and 1386.
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the windmill is almost exaectly similar in hsight to thas
in front of it. The front part, as given by him, corres-
ponds approximately to our representation of the airflow
of the windmill (see Fig: 1). The drawing of the rear part
is, howevgr, inaccurate on the whole, so that referencé
should be made to Fig. 1 in place of it. He erroneously
takes BENDEMANN'S view of the stationary propeller in his
calculation of ratio of the diameters, which is in the pres-
ent case a ratio of surfaces an@ should not be thus taken
by BAUDISCH, the windmill being "in motion". BAUDISCH in-
cludes the viscosity of the air in his calculation, holding
it responsible for the screen effect in front of the air
wheel. 1In Karl SCHMID'S lecture* on the stationary propsel-
ler, the fglue of his factor of viscosity is inserted as
for which we have not been able ta find an adequate basis
in this work.

We cannot adopt the views of BAUDISCH. The résults of
his calculations canhot be. brought into agreement with the
results of the gengral theory described above, and must

therefore be rejected.

* nZgitechrift fur Flugtechnik und Motorluftschiffahrt," 1915.
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